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Este articulo nos ensefia como montar un S.O. Linux en un pendrive y ejecutarlo en cualquier
maquina.

MEtroripe NetworK Services

I iiua! Privacy-Machine-PR1.0

MPVPM: Este producto de complicadisimo nombre es una aplicaciéon que la gente de Metropi

pe.net
distribuye libremente. El producto esta construido a partir del emulador

QEMU
. Ellos han tomado el emulador y han creado una imagen de la ligera distribucién

DSL.
Puesto que el emulador QEMU es ajecutable desde Windows sin instalacion es perfecto para

ser lanzado desde el pendrive.

Cuando nos descargamos el producto desde la pagina web en la seccidén de "productos” de la
misma ( aqui ) y lo descomprimimos obtenemos los siguientes ficheros:



http://www.metropipe.net/
http://www.metropipe.net/
http://fabrice.bellard.free.fr/qemu/
http://www.damnsmalllinux.org/
http://www.metropipe.net/ProductsPVPM.shtml
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I gemu-win.bat - Bloc de notas EE”EJ
Archivo  Edicién  Formato  Wer  Awuda

FEM Start gemu on windows.
®EZHD OFF

START gemu.exe -L . -m 512 -hda harddisk -cdrom mydsl.iz0 -hoot
d -enable-audio -user-net -localtime
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Built using Knoppix Technology.

DSL comes with ABSOLUTELY NO WARRANTY, to the extent
permitted by applicable law.

Accessing DSL image at ~devursscd0. ..
515188
srandisk shared memory

INIT: version £.78-knoppix booting

Running Linux Kernel 2.4.26.

Processor 0 iz Pentium Pro 2981MHz, 128 KB Cache
Autoconfiguring devices. v
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